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This low maintenance pH and Redox combination electrode with gel electrolyte and rugged
plastic shaft is used in water technology, environmental analytics and aquaristics. The cylindrical
membrane and the platinum rod allow simultaneous measurement of pH and redox potential.
That is an advantage especially if the measurement places are limited.
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Electrode shaft
Immersion length
pH and redox range

Temperature range
Membrane shape
Metal electrode
Reference system
Electrolyte
Diaphragm
Isopotential point
Pressure

Electrical connection
Process connection

plastic (black), @ 12 mm
120 mm

=0...14
= -2000...+2000 mV

-5...80 °C

cylinder

platinum rod

Ag/AgCI

gel-filled (about 3 M KClI)

2 ceramic frits

7.0+£0.3

< 6 bar

* Variopin plug head with thread PG 13.5

= thread PG 13.5 at sensor head for direct mounting in
housings
= installation vertically or laterally up to 30° from vertical

= Accompanying plug head cable connections:
- KVP/3: coaxial cable, length 3 m with Variopin socket, without meter plug

Xylem Analytics Germany GmbH

Sensortechnik Meinsberg, Kurt-Schwabe-Str. 6
D-04736 Waldheim / Germany

Tel +49.(0)34327.623.0 Fax +49.(0)34327.623.79
www.meinsberg.de

All names are registered tradenames or trademarks of Xylem Inc. or one of its subsidiaries.
© 2019 Xylem Analytics Germany GmbH, Sensortechnik Meinsberg

xylem

Let's Solve Water

Page 2/2



